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All areas of State-owned bottom and adjacent lands disturbed by this activity shall be
restored to their original contours and natural conditions within 30 days from the date
of completion of the authorized work. All excess materials shall be removed to an
upland site and contained in such a manner to prevent its reentry into State waters;

Erosion and sediment control measures shall be in conformance with the 1992 Third
Edition of the Virginia Erosion and Sediment Control Handbook and shall be
employed throughout construction;

If it is determined that blasting is necessary at any of the crossings, DGIF shall be
notified a minimum of 48 hours in advance of the blasting;

The Department of Conservation and Recreation shall be contacted for any stream
crossings where karst landscape features are encountered during installation for
inspection, mitigation and documentation;

DGIF shall be contacted for any work in trout waters to avoid conflicts with trout
stocking activities;

The Permittee agrees to conduct mollusk and fish surveys and relocation efforts in the
VMRC jurisdictional waterways, as recommended by DGIF in their collective
comments to date, unless specifically waived in writing. All surveys should be
performed by a qualified, permitted biologist, no more than six months prior to the
start of construction. Any relocations should be coordinated with VDGIF and no
federally listed species should be relocated without first coordinating with the
USFWS;

Permittee agrees to adhere to the instream work time-of-year restrictions for the 51
non-tidal jurisdictional stream crossings, with the exception of Stuart Run and Back
Creek, as recommended by DGIF to protect state and federally listed mussel and fish
species, unless specifically waived in writing;

Permittee agrees to adhere to the Spill Prevention, Control, and Countermeasure
(SPCC) Plan updated in the FEIS in October 2017;

A “frac-out” contingency plan must be provided for any crossings utilizing the
directional drill method to address potential frac-outs or related spills associated with
any directional drilling activities of streams or tidal wetlands. The use of any
additives to the drilling fluid by the HDD contractor must comply with the
Department of Environmental Quality’s approval and 401 Certificate for this project;






